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X) A. Schulman ALCRYN 2000 Z.7]
MELT-PROCESSIBLE RUBBER
ALCRYN®2060 NC
i RIS ik Hi ALCRYN®
Properties Test Method Units 2060 NC
PR
Mechanical Properties
i F
Specific Gravity ASTMD-471 1.12
AR
ASTM D-2240 Shore A 59
Hardness
# i
Thermal Properties
100% #H-& .
100% Modulus pst 440
R .
Tensile Strength pst 1,150
TE
Elongation At break — %0 420
FHHE At75°F (24°C) : 340
Torsion Modulus AL-4F (20c) | “STMDIOE psi 700
wSE After 22hr at 24°C 13
Compression Set After 22hr at 100°C ASTM D395 % 62
AR AL
Tensile Properties After 7 Days At 125°C
100% #H-& .
100% Modulus ASTM D573 psi 400
R .
Tensile Strength ASTM D573 pst 950
TE
. At break ASTM D573 % 340
Elongation
AR ASTM D573 Shore A 60
Hardness
T ER 0
Service Temperature C -40 107
MR T e
Low Temperature Properties
w8 ~ .
Brittleness Temperature C -85
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The data are intended as a general guide only, makes no guarantee of results and assumes no obligation or liability.




