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ALCRYN 2250 UT
Hi Rl 2 i ALCRYN®
Properties Test Method Units 2250 UT
Ll G A
Mechanical Properties
g
Specific Gravity ASTM D-471 1.06
AR
ASTM D-2240 Shore A 47
Hardness
i
Thermal Properties
100% #-& . .
100% Modulus pst 280
R _ .
Tensile Strength psi 1,000
W&
MRF At break - % 420
Elongation
) At75°F (247 290
¥ ﬂﬁ:i F (24C) ASTM D1043 psi
Torsion Modulus At-4°F (-20°C) 380
PFHBR .
Tear Strength ASTM D624 Lb/in 110
¥ SR After 22hr at 24°C 15
Compression Set After 22hr at 100°C ASTM D395 % 56
T
Tensile Properties After 7 Days At 125°C
100% #-& .
100% Modulus ASTM D573 psi 240
ELELEY S .
Tensile Strength ASTM D573 pst 940
Y
. At break ASTM D573 % 450
Elongation
AR ASTM D573 Shore A 45
Hardness
®TER 9
Service Temperature C -40 107
R
Low Temperature Properties
3 — .
Brittleness Temperature C 1
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The data are intended as a general guide only, makes no guarantee of results and assumes no obligation or liability.




