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Jacobson van den Berg (Hong Kong) Ltd.

8/F., Hong Kong Spinners Ind. Bldg., Phase 6, 481-483 Castle Peak Road, Kowloon, Hong Kong
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STANDARD GRADE

! WITH ULTRA LOW VISCOSITY
POM IUPITAL F4003
LA 14 ASTM B3 & RIERE i IUPITAL
Properties ASTM Standards Conditions Units F4003
= IR
PPhysical Properties
g
Specific Gravity D792 ) ) 141
ok &
'Water Absorption D570 i % 0.22
i
Thermal Properties
7% 4p & .
Melt Index D1238 g/10min 52.0
2 B 0 0
Melting Point DSC 23°C  60%RH C 165
BFEEY ER D648 455kPa(4.6Kgf/cm’) oC 158
Deflection Temperature Under Load 820kPa(4.6Kgf/cm’) 110
HULE ) K D696 20°C~80°C 105/K 13
Cofficient of Linear Thermal Expansion
PG ULY4 HB (0.79mm)
Flammability i ) -/7mm
WA
Mechanical Properties
t—ﬁ gé & ° MPa 62.3
Tensile Strength D638 2°C (kgf/cmz) (635)
culLIE; 0
Tensile Elongation D638 3C % 45
el R 0 MPa 88.3
[Flexural Strength D790 2°C (kgf/cm®) (900)
LS 0 GPa 2.62
Flexural Modulus D790 3¢ (10°kgf/cm®) (2.67)
PR R MPa 54.9
Shearing Strength D732 2mm (kgf/em®) (560)
T Rl A D256 3.2mm J/m 49
Izod Impact Strength with Notch (kgf.cm/cm) (5.0)
BN X5 D1822 1.6mm kJ/m’ 98
Tensile Impact Strength S type (kgf.cm/cm®) (100)
it AR D785 M Scale - 80
Rockwell Hardness
T
[Electrical Properties
e ¥k 6 pF/m 33
IDielectric Constant D150 10°Hz () 3.7
ARIHEL > 6
Dielectric Dissipation Factor D150 10°Hz ) 0.007
ER A LS 3 16
Surface Resistivity D257 i i 1x10
Ll R LS 14
Volume Resistivity D257 -om 1x10
it TR
IDielectric Strength D149 ) MV/m 19
2 A5z 4 5 Gmmt 100mm @ [l #) i TF3 e % 2.0
Molding Shrinkage (3mmt 100mm @ Disk) // Direction ¢ :
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The data are intended as a general guide only, makes no guarantee of results and assumes no obligation or liability.




