Fvio|s| fXEEFBHRAH

(Subsidiary of Chinney Alliance Group Ltd.)

Jacobson van den Berg (Hong Kong) Ltd.

8/F, Hong Kong Spinners Ind. Bldg., Phase 6, 481-483 Caslle Peak Road, Kowloon, Hong Kong

HHESLEE T HA481-4835% Tel : (852) 2828 9328
5 v i T3 A B S s i Fax: (852) 2828 9408

35%IE AL KK V-0 &

. 35%GLASS FIBER &
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Properties Test Standards Units S135
YRR
Physical Properties
tLE B
Specific Gravity 150 1183 1.66
. Flow % 0.08
Jﬂzﬂqﬂﬁﬁ TD 0/2 0.52
Mold Shrinkage MPa Injection Pressure 59
BAAERE
Thermal Properties
FAET R o
Heat Deflection Temperature D648 C 340
AR M _
Flammability UL-94 V-0 (0.28mm)
PRI RE
Mechanical Properties
AL{ERTRREE
Tensile Strength ASTM D638 MPa 155
EZ@EE‘E . ASTM D638 % 1.3
Tensile Elongation
iR
Flexural Strength 150 178 MPa 220
e
Flexural Modulus 150 178 MPa 16,000
e reE s 2
Charpy Impact Strength SO 179/1eA kJ/m 12
EE AR
Electrical Properties
==
RIS AR IEC 60093 Q 1.0 x 10%
Surface Resistivity
IERTEIE AR IEC 60093 Q.cm 1.0 x 10"
\Volume Resistivity
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The data are intended as a general guide only, makes no guarantee of results and assumes no obligation or liability.
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